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Introduction

1 Introduction to the Rapid Development Kit

Thistutorial provides:

e genera information on the PHYTEC microMODUL-8051 Single
Board Compuiter,

» anoverview of Keil's PK51 software evaluation development tool
chain, and

e instructions on how to run example programs on the micro-
MODUL-8051, mounted on the PHYTEC Development Board, in
conjunction with Keil tools.

Please refer to themicroMODUL-8051 Hardware Manudbr specific
information on such board-level features jasper configuration
memory mappin@ndpin layout Selecting the links on the electronic
version of this document links to the applicable section of the micro-
MODUL-8051 Hardware Manual.

1.1 Documentation Overview

This “Rapid Development Kit” includes the following electronic

documentation on the enclosed “PHYTEC Spectrum CD-ROM”:

* the PHYTEC microMODUL-8051 Hardware Manua and
Development Board Hardware Manual

» controllerUser's Manuals and Data Sheets

» this QuickStart Instructions with general “Rapid Development

Kit” description, software installation hints and three example

programs enabling quick out-of-the box start-up of the micro-

MODUL-8051 in conjunction with the Keil software development

tools.

1) The Getting Started sectiamses two example programs —
“Hello” and “Blinky” - to demonstrate the download of user
code to the Flash device using PHYTEC'’s FlashTools98 for
Windows.

2) TheGetting More Involved section provides step-by-step in-
structions on how to modify both examples, create and build
new projects and generate and download output files to the
microMODUL-8051 using the Windows-based Keil tools.

© PHYTEC Mefitechnik GmbH 2000 L-381e_3 1
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3) The Debugging section provides a third example program —
“Debug” - to demonstrate monitoring of the board and simple
debug functions using the Keil debug environment.

In addition to dedicated data for this Rapid Development Kit, this
CD-ROM contains supplemental information on embedded
microcontroller design and development.

1.2 System Requirements

Use of this “Rapid Development Kit” requires:

 the PHYTEC microMODUL-8051,

* the PHYTEC Development Board with the included DB-9 serial
cable and power supply (8-13V / min 250 mA)

* the PHYTEC Spectrum CD,

e an IBM-compatible host-PC (486 or higher running at least
Windows95/NT)

For more information and example updates, please refer to the fol-
lowing sources:

PRV IEG

http://www.phytec.com - or - http://www.phytec.de
support@phytec.com - or - support@phytec.de

D S TARE

http://www.keil.com
support@keil.com
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1.3 ThePHYTEC microM ODUL-8051

The microMODUL-8051 represents an affordable yet highly func-
tional Single Board Computer (SBC) solution in a minimal form-
factor (51 x 36 mm). Standard versions of the microMODUL-8051
feature the following controllers:

» the Infineon SAB C501 or Dallas 80C320 controllers, both of
which offer up to 3.3 times the speed of the standard 80C51,;

» the Infineon SAB C504, featuring an 8-channel on-chip A/D con-
verter with 10-bit resolution;

» the SST89C58FlashFlex51 controller, boasting 36 kByte on-chip
Flash; and

» the Oki MSM80C154, boasting alower power draw

Upon request, the microMODUL-8051 can be populated by any 8051

or 80C52/80C32-compatible controllers in a PLCC44- or QFP44-
package. All applicable data/address lines and applicable signals ex-
tend from the underlying logic devices to standard-width (2.54
mm/0.10 in) pin headers lining the circuit board edges. This enables
the microMODUL-8051 to be plugged like a “big chip” into target
hardware.

The standard memory configurations of the microMODUL-8051 fea-
tures 32 (to 128) kByte external SRAM and 128 (to 512) kByte exter-
nal Flash for storage of user code. The Flash device allows direct on-
board programming. Free chip-select signals are available for external
I/O connectivity. The module communicates by means of an RS-232
transceiver and operates within a standard industrial range of 0 to +70
degrees C and requires only a 250 mA power source. PHYTEC
FlashTools98 enables easy on-board download of user programs.

© PHYTEC Mefitechnik GmbH 2000 L-381e_3 3
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microM ODUL -8051 Technical Highlights

e SBC in matchbox-sized dimension (51 x 36 mm) achieved through
advanced SMD technology

o fitted with a 44-pin (PLCC or QFP-packaged) Infineon SAB-
C5xx, Dallas 8xC32x, SST895x, Oki MSM80C154 or other 8051-
derivative controllers

e upto40 MHz. clock speed

» 32 (to 128) kByte external SRAM

» 128 (to 512) kByte external Flash supporting on-board download-
ing of user code from a host-PC in conjunction with PHYTEC
FlashTools98 firmware

 RS-232 serid interface (optionally configurable as RS-485)

» three Chip-Select signals for external I/0O devices

» optional 8-channel, 10-bit A/D-converter (if mounted with the
C504)

* requiresonly +5V/250 mA power source

e Operatesin atemperature range of 0... 70° C (optional -40... 85° C
temperature range available)

The PHYTEC Development Board, in EURO-card dimensions (160 x
100 mm), is fully equipped with all mechanical and electrical compo-
nents necessary for the speedy and secure insertion and subsequent
programming of most PHY TEC microMODUL and miniMODUL se-
ries Single Board Computers. Simple jumper configuration readies the
Development Board's connectivity to any PHYTEC module, which
plug pins-down into the contact strips mounted on the Devel opment
Board. One set of strips accommodates microMODULSs, the other
miniMODULSs.

4 © PHYTEC Meftechnik GmbH 2000 L-381e_3
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Development Board Technical Highlights

a RESET-switch

aBOQOT-switch

a low voltage socket and voltage regulator accepting an un-

regulated input voltage in arange from 8 to 13 VDC.

» aDB-9 connector (configured as an RS-232 interface)

* asecond DB-9 connector configurable as an RS-485, CAN or a
second RS-232 interface depending on the implemented Single
Board Computer and user needs

* aVG96-connector

* simple jumper configuration allowing use of the Development
Board with various PHY TEC Single Board Computers

 awirewrap field (60 x 60 mm/2.4 x 2.4 in) supporting devel-

opment of user-designed peripheral hardware.
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1.4 TheKel EK51 Software Evaluation Development T ool
Chain

The professional (PK51) and evaluation (EK) versions of the Keil
software development tool chains fully support the entire 8051 and
8051-derivative microcontroller family, including the Infineon C500
family. The Kell tool chain consists of the following executables:

e pVision uvw5le.exe (GUI shell for DOS-level programs)
e CCompiler Cbl.exe(C compiler)

 Assembler  A5l.exe (macroassembler)

* Linker bl51.exe (code-banking linker/locator)

« Converter  oh51.exe (object-to-hex converter)

Once installed, the default destination location for these files is the
c:\c5leval\bin directory for the EK evaluation version. If using the
professional (PK) version of the Keil tool chain, the default destina-
tion location for these files is the c:\c51\bin directory. They are DOS-
level programs that can be accessed from Windows via the pVision
GUI-shell. The entire tool chain can be run from pVision or directly
from DOS. The Keil tools support all in-circuit emulators that adhere
to the Infineon OMF51 debugging specification. The Keil OH51 Ob-
ject-to-Hex Converter converts an absolute object file into an Intel-
HEX file that is suitable for programming into an EPROM device or
downloading into external Flash on the PHYTEC microMODUL-
8051 target board. The evaluation version of the Keil tool chainisre-
stricted to a manipulable code size of 2 kByte. In addition the code
will automatically be located at 0x4000 in order to prevent unauthor-
ized use of this version for programming of common devices with in-
ternal code memory less or equal than 2 kByte. Other than these re-
strictions, the evaluation tool chain functions exactly as the full ver-
sion does, enabling full evaluation of the features and functionality of
Keil development tools. The full version has no such restrictions, both
are fully ANSI compliant.

6 © PHYTEC Meftechnik GmbH 2000 L-381e_3
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uVision IDE

puVision is a Windows based front-end Graphical User Interface
(GUI) for the C compiler and assembler. All compiler, assembler and
linker options are set with simple mouse clicks. pVision runs under
Windows 95/98 and NT. This Integrated Development Environment
(IDE) has been expressly designed with the user in mind and includes
afully functional editor.

All IDE commands and functions are accessible via intuitive pull-
down menus with prompted selections. An extensive Help utility is
included. External executables can be run from within pVision, in-
cluding emulator software.

HYision
Integrated Developm ent Environm ent

c51 AS51
C Compiler Macro Assembler

c LIB51 RTX51
Libra ry Library Manager Eeal-Time Eernel

BL51
Code Banking Linker/Locator

Emulator
[

dScope-51
Source-Level Debugger

Device
Frogramm er

CPU & Peripheral MORNS51
Drivers Target Monitor

Figurel: Kaeil Tool Chain Overview
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C51 C Compiler

The C51 ANSI compiler with the A51 assembler are both specifically
designed for the 8051 microcontroller family. The compiler can be
run in either DOS mode or started from the Windows-based pVision.,

A51 Macro Assembler

The full (PK) Keil macroassembler is available with the Keil compiler
package or as a stand-alone tool. The assembler is DOS-based or can
be run from within pVision.

BL 51 Code Banking Linker/L ocator

The BL51 linker/locator is used to join relocateable object modules
and library files together and to locate them to fixed memory loca-
tions. It supports Code Banking for easy management of multiple
code-banks to allow applications with more than 64 kByte of code.
The library and object files created with the C51 compiler or the A51
assembler are provided by Keil. This process results in absolute ob-
ject modules. The BL51 is DOS-based and can be run within DOS or
Windows using pVision. A *.map-file can be produced, giving details
of the memory structure. The object file may be specified to contain
debugging information as required by simulators, debuggers and
emulators. The BL51 also supports an overlay mechanism for vari-
ables to optimize the use of the size-restricted internal RAM.

OH51 Object Hex Converter

The Keil OH51 object-to-hex converter transforms an absolute object
file produced by the BL51 Banking Linker into a standard Intel *.hex-
file. Thisfile is suitable as an input to the PHY TEC FlashTools98 or
for programming into an EPROM or an emulator. OH51 isa DOS file
and can be run by pVision and started with suitable arguments.

8 © PHYTEC Meftechnik GmbH 2000 L-381e_3
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Debug Environment

dScope is a software simulator supporting debugging either via soft-
ware on a host-PC or in target hardware. When operated in conjunc-
tion with the Keil Monitor resident in target hardware, dScope be-
comes tScope. dScope and tScope enable the following debugging
functions:

e run/halt,

» set breakpoints,

e examine/change memory,

* view the stack,

» view/set peripheral information
e apply virtual external signals.

dScope has a performance analysis feature to ensure your code runs
efficiently. In addition, dScope has a disassembler/assembler that al-
lows the modification of user code without recompiling.

© PHYTEC Mefitechnik GmbH 2000 L-381e_3 9
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2 Getting Started

What you will learn with this Getting Started example:

» instaling Rapid Development Kit software

e dstarting PHYTEC's FlashTools98 for Windows download utility

» interfacing the microMODUL-8051, mounted on the Development
Board, to a host-PC

» downloading example user code in hex-file format from a host-PC
to the external Flash memory using FlashTools98

2.1 Installing Rapid Development Kit Software

When you insert the PHY TEC Spectrum CD into the CD-ROM drive
of your host-PC, the PHYTEC Spectrum CD should automatically
launch a setup program that installs the software required for the
Rapid Development Kit as specified by the user. Otherwise the setup
program start.exe can be manually executed from the root folder of
the PHY TEC Spectrum CD.

© PHYTEC MeRtechnik GmbH 2000 L-381e_3 11
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The following window appears:

Spectrufn,

All you nr;:r:d:h tor Rapid Deve]opment

5
m Basic Product Files |

-
Install Extended Praduct Fllesﬂ.

H ; Install Data Sheets 1

Appl cation nte:

l More Information
Exit

PHYTEL

Choose Install Basic Product Files Button.

After accepting the Welcome window and license agreement select
the destination location for installation of Rapid Development Kit
software and documentation.

The default destination location is C:\PHYBasic. All path and file
statements within this QuickStart Instruction are based on the as-
sumption that you accept the default install paths and drives. If you
decide to individually choose different paths and/or drives you must
consider thisfor all further file and path statements.

We recommend that you accept the default destination location.

12 © PHYTEC MeRtechnik GmbH 2000 L-381e_3
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Choose Destination Location

Setup will install the PHYTEC Products in the fallowing folder.

Toinstall to a different folder, click browse and select another
folder.

MWOTE: “We suggest that you ingtall FHYTEC Products using the
default lacation [which will result in at lzast 5 directary levels).

IF pau wizh to install bo another location, the path length

should not exceed 8 directary levels. A path of more

than 8 directory level: may not work.

Changes of the default folder must be considered when following
the QuickStart Instructions |

C:APHYE asic Browse... |

" Destination Folder

< Back Cancel |

In the next window select your Rapid Development Kit of choice
from the list of available products. By using the Change button, ad-
vanced users can select in detail which options should be installed for
a specific product.

Select PHYTEC products E3

Select the PHYTEC products you want to install, clear the
products you do not want to install

LComponents

[ nanoMODUL-164 ok i’
[ microtODLL-1E5 0K

[ microtODLL-1E6 Ok

W rmicrobd0DLL-8051

1 microODUL-8051 Low Power IR LI
— Description

Installz the components for the m
microbd JDJL-3051

Space Reguired: 0K
Space Available: J64416 K

¢ Back | MHewt » | Cancel |

All Kit-specific content will be installed to a Kit-specific subdirectory
of the Rapid Development Kit root folder that you have specified at
the beginning of the installation process.

© PHYTEC MeRtechnik GmbH 2000 L-381e_3 13
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All software and tools for this microMODUL-8051 Kit will be in-
stalled to the \PHYBasic folder on your hard-drive.

In the next dialog you must choose whether to copy the selected
documentation as *.pdf-files to your hard-drive or to install alink to
the documentation. On the Spectrum CD.

Install |

Do you want o inztall the selected documentation
az .pdf-files to pour hard-drive 7

Othenmize vou will need the PHYTEC
Spectrumn CO-ROM to read the docurmentation.

If you decide not to copy the documentation to your hard-drive you
will need the PHYTEC Spectrum CD-ROM each time you want to
access these documents. The installed links will refer to your CD-
ROM drive in this case.

If you decide to copy the electronic documentation to your hard-drive,
the documentation for this microMODUL-8051 Kit will also be in-
stalled to the Kit-specific subdirectory. The manuals of the Develop-
ment Boards are copied to their own specific subdirectories (e.g.
\PHYBasic\DevBmM) because each Development Board is suitable
for multiple Single Board Computers and is not dedicated to a spe-
cific Kit.

Setup will now add program icons to the program folder, named
PHYTEC.

14 © PHYTEC MeRtechnik GmbH 2000 L-381e_3
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In the next window, you choose the Keill EK51 Software Develop-
ment Tool Chain.

Setup |

Setup has detected that an appropriate T ool Chain iz required to carr out
[uickStart Instructions far the installed Fapid Development Kits.

Y'ou can chooze between the Kel EKS1 Software Development Tool Chain
and the T azking for 3051 Tool Chain

MOTE:

In arder to succeed when carming out the
[uickStart Instructionz on this CO-FORM pou must
inztall at least one appropriate Tool Chain.

Select the Toal Chain ko install

[ Keil EK51

[ Tasking for 8051 [ 30 days limited Yersion |

After accepting the Welcome window and license agreement select
the destination location for installation of the Development Tool
Chain.

Depending on the Rapid Development Kit software you have se-
lected, the applicable Keil Evaluation Development tool chain will be
installed to your hard-drive. Additional software, such as Adobe
Acrobat Reader, will also be offered for installation.

© PHYTEC MeRtechnik GmbH 2000 L-381e 3 15
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The applicable Keil tool chain must be installed to ensure successful
completion of this QuickStart Instruction. Failure to install the proper
software could lead to possible version conflicts, resulting in
functional problems.

We recommend that you install the Keil tool chain from the Spectrum
CD-ROM even if other versions are already installed on your system.
These QuickStart Instructions and the demo software included on the
CD-ROM have been specifically tailored for use with one another.

In the following windows you can decide to install FlashTools98
Software and the Acrobat Reader.

Install

Setup has detected that the FlazhT ool=38 Saoftware
iz required to carry out QuickStart Instructions
for the inztalled B apid Development Kits.

MOTE: In order to zucceed when carying out the
CluickStart Ingtructions from this CO-FORM pou must
alzo inztall the appropriate FlazhT ools Software
included on this CD-ROM.

Do you want to install the FlashT oolz93 Saoftware

from thiz CO-B0OkM 7
Mo 1

=]

Inztall |

Setup haz detected that vou have installed manualz
for zame modules.

MHOTE:
To wiew them pou must uge Acrobat Reader W3.0
ar higher.

Do you want to install Acrobat Reader 43.02

from thiz CO-R0Ok ¢
] me |

16
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Press Finish to complete the installation and decide if you want to be-

gin the QuickStart Instruction immediately.

Setup Complete

Setup has finizhed instaling PHYTEC products on wour
camputer.

You cat immediately begin the QuickStart Instructions for the
PHYTEC products,

¥ ies, | want to begin DuickStart nstructions

Click Finizh to complete Setup.

< Back I Finizh I

© PHYTEC Mefitechnik GmbH 2000 L-381e_3
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2.2 Interfacing the microM ODUL-8051 to a Host-PC

Connecting the microMODUL-8051, mounted on the PHYTEC De-
velopment Board, to your computer is simple:

» Asshown in the figure below, if the microMODUL is not already
pre-installed, mount it pins-down onto the Development Board’s
interior receptacle footprint (X2).

Ensure that there is a solid connection between the module’s pins and
the Development Board receptacle. Also take precautions not to bend
the pins when the microMODUL is removed from and inserted onto
the Development Board.

DUNVTA~ M T Vo
T tecrmIR—OmoTT MVM-Basis- TII74 JP2e 04

Y‘ ’_I:/‘J

UP1%[JPIE |2 JPI3

S

o JP5 | | JP19afs JPIG [JPlAe JPL2 | | |
b JP4[IPE

JPEFIP2 |

JPIB | eJP7 | JP3 .

]
]

3)spagnoT
L L 2 5
\juMPDRT
S2
[8i) O

Pz \PORT.XY

Figure2:  Development Board Overview

» Configure the Jumpers on the Development Board as indicated
below. This correctly routes the RS-232 signals to the DB-9 con-
nector (P1) on the Development Board.
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(w m| Jps
JP11 JP13 JP1 7
JP16

o lo - A DJDES ‘ IP4 Jp2 | IP8 | gloPis
[ | H H E E B BN EHR | BN BN — BN BN BN BN BN Bl BN B N | BN BN B |
nl lllllllllll-lllllllﬂﬂlnllll
JPQ@H O O ‘ ‘ ‘D IP3 - o
szamuapw P19 JPS IP7 IP10

Figure3:  Suitable Development Board Jumper Settings

» Configure Jumper JP1 on the Development Board as indicated
below to supply the board through the power socket (P3).

JP1

» Connect the RS-232 interface of your computer to the DB-9 RS
232 interface on the Development Board (P1) using the included
serial cable.

» Using the included power adapter, connect the power socket on the
board (P3) to a power supply (refer to Figure 4 for the right
polarity).

polatity: -  +

center hole \ -
x\ e

GND K

Figure4:  Power Connector

o Simultaneously press the Reset (S1) and Boot (S2) switches on the
Development Board, first releasing the Reset (S1) and then, two to
three seconds later, release the Boot (S2) switch.

This sequence of pressing and releasing the Reset (S1) and Boot (S2)
switches always renders the microMODUL-8051 into the Flash Pro-
gramming Mode. Use of FlashTools98 requires that the micro-
MODUL-8051 be in Flash Programming mode. Ensure that Flash-
Tools are only started after rendering the microMODUL-8051 in this
mode. See section 5.1 FlashTools98 for more detalls.

© PHYTEC MeRtechnik GmbH 2000 L-381e_3 19
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The microMODUL should now be properly connected via the Devel-
opment Board to a host-PC and power supply. You are now ready to
program the microMODUL-8051, as mounted on the Development
Board. This microMODUL/Development Board combination shall
also be referred to as “target hardware”.

2.3 Starting PHYTEC FlashTools98 for Windows

FlashTools98 should have been installed during the initial setup pro-
cedure as describedsaction 2.1.

Alternately, you can manually install FlashTool98 by executing
setup.exe from within the \Software\Flasht98 directory of your
PHYTEC Spectrum CD.

FlashTools98 for Windows is a utility program that allows download
of user code irf.hex-file format from a host-PC to a PHYTEC Single
Board Computer (SBC) via an RS-232 connection.

FlashTools98 consists of a firmware resident in the external Flash and
corresponding software installed in the host-PC. Proper connection of
a PHYTEC Single Board Computer (SBC) to a host-PC enables the
software portion of FlashTools98 to recognize and communicate to
the firmware portion.

* You can start FlashTools98 by selecting it from Bregrams
menu using the Window&art button.

It is recommended that you drag the FlashTools98 icon onto the
desktop of your PC. This enables easy start of FlashTools98 by dou-
ble-clicking on the icon.
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2.4 Downloading Example Code with FlashTools

o Start FlashTools98 for Windows by double-clicking on the Flash-
Tools98 icon or by selecting FlashTools98 from within the
Programs|PHYTEC FlashTools98 program group.

e The Communication Setup tab of the FlashTools98 Worksheet
window will now appear. Here you can specify connection prop-
erties to the microMODUL-8051.

# PHYTEC FlashTools 98 [ =] x]

File “iew Connection Help

e |z =818 22 = 00|

Flash Infarmation I Fratected Area |nformation | Sector Utilities: |
B ank Utilities I File Download Communication Setup

Serial Interface

Part Baudrate
’7 ICDMZ 'I ’7 I 9E00 B aud 'l

Disconnect | [Eannest I

| Comnection : COM2,9600.8.M 1

» Choose the correct serial port for your host-PC and a 9,600 baud-
rate.

e Click the Connect button to establish connection to the target
hardware.

The microcontroller firmware tries to automatically adjust to the baud
rate selected within the baud rate tab. However it may occur that the
selected baud rate can not be reached. This results in a connection er-
ror. In this case, try other baud rates to establish a connection. Before
further connection attempts, be sure to reset the target hardware and
render it into Flash Programming Mode as described in section 2.1.
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» Optional: if FlashTools98 detects multiple Flash devices on the
target hardware (e.g. controller derivatives with internal Flash) the
following Programming Mode Selection dialog window will ap-
pear:

# PHYTEC FlashTools 98 !E[E
File “iews Connection Help
o= N M= = 0 0|
Communication Setup |

Seiial Inter # Programming Mode Selection [_ (O] x|

Part— Pragramming b ode
IE There are different devices on the Board, ]
pleaze zelect one..

IBSEEB master Mode v I

» |f the Programming Mode Selection window appears choose xxx
external Flash where xxx describes the Flash device currently
mounted on the microMODUL-8051.

Some 8051 controller derivatives used on the microMODUL-8051
offer on-chip Flash. An appropriate Programming Mode option will
only appear if on-chip memory is detected by the FlashTools98 firm-
ware. For this example, it is assumed that no on-chip Flash is avail-
able on the controller populating the microMODUL -8051.

e Click on the OK button to select download of code to the external
memory.
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Returning to the FlashTool98 Worksheet window, you will see tabs
for the following:

Bank Utilities enable erasure and status check of whole banks of
memory specified by the user:

# PHYTEC FlashTools 98 M= =
File “iew Connection Help

fe|z2elmec| -2 g 9 0|
Flash Infarmation I Protected Area Information | Sector Utilities
Bank Utilities | File Diownload | Communication Setup
- Bankselection
Active Bank is:
Bank #1 iz mapped to Address Area 00010000k - 0001 FFFFh j
Bank Eraze
Bank | mapped to Address Area | including Sectors | Status
Bank #0 00000000k - 0000FFFFR #O
Bank #1 00010000k - O00TFFFFR H4
Eraze Bank[z] |

|Cannection : COM2,9600,8,M,1

Thistab is called Bank Utilities if external Flash has been selected in
the Programming Mode window. If internal Flash has been selected
for a controller supporting on-chip Flash, this tab is caled Block
Utilities. These tabs enable erasure of memory banks and blocks, re-
spectively. The Block Utilities also supports chip erase of the entire
on-chip Flash.
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Flash Information shows sector and address ranges in Flash memory:

# PHYTEC FlashTools 98 M= =
File “iew Connection Help

LEREEE I ]

Bank Utilities | File Download | Communication Setup
Elashlnformatlonl Erotected Area Infarmation | Sector Utilities

i~ Flash Information

M anufacturer Code 20H Memory Size 128 KB
Device Code O1H Sectar Size 4000H
Flazhtype AMD 259F070 Sectors 8
Mode external Flash

r—Address Information

Sectar | Addrezz-Hange -
Sector #0 00000000k - 00003FFFR
Sector #1 00004000k - 00007FFFR
Sector #2 00002000k - 0000BFFFh
Sector #3 0000C000k - O000FFFFh —
Sector #4 000710000k - 0001 3FFFR
Sector #5 000714000k - 0001 7FFFR j

|Cannection : COM2,9600,8,M,1

Communication Setup allows selection of the serial port and speed
(this is the same window that was used when you first entered Flash-
Tools98 for Windows):

# PHYTEC FlashTools 98 [_[E] x]
File Yiew Connection Help

=R = 2

Flash Information | Protected Area Information | Sector Utilities |
Bank Utilities | File Download Communication 5 etup
Serial Interface
Part Baudrate
’7 ICDM2 'I ’7 I 9800 Baud 'l
Disconnact | [Eannest |

| Connection : COM2,9500,3,N,1
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File Download downloads specified hex-files to the target hardware:

# PHYTEC FlashTools 98 & B

File “iew Connection Help

il =lal 25| mlal=| == = 90

Flash Infarmation | Protected Area Information | Sectar Utilitizs
Bank Utilities File Download | Communication Setup
Download
Filename : Hello.hex
Filetype Standard Intel Hex File
Filesize : 4202 Bytes

Download

| Connection : COR2,9600,8.M.1

Protected Areas Information shows protected areas of Flash memory:

# PHYTEC FlashT ools 98 [_[E] =]
File “iew Connection Help

HEEEEEIEEEEE 90

Bank Utilitiez I File Download | Communication Setup

Flazsh Infarmation Protected Area Information | Sector Utilities

~Protected Areas |nformatior

Pratection | AddrezsRange |
Protected Area #0 0000a0a0H - 000OFFFFH

Mo Access Areas Information

Protection | AddressRange

| Conmection : COMZ,9600,8M.1
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Sector Utilities allow erasure of individual sectors of Flash memory:

# PHYTEC FlashTools 98 M= =
File “iew Connection Help

NEEEEEIEEEEE 90

Bank Utilities I File Download | Communication Setup |
Elash Information I Protected Avea Information Sector Utilities
r—Sector Status Information
Sectar | Addrezz-Range | Fratection | Status |

Sector #0 00000000k - 00003FFFR Software niot available
Sector #1 00004000k - 00007FFFR Software niot available
Sector #2 00002000k - DO00BFFFR Software niot available
Sector #3 0000C000k - Q00AFFFFh Software niot available
Sectar #4 00010000k - 00013FFFh unprotected nat available
Sectar #5 00014000k - 0001 7FFFR unprotected nat available
Sector #6 00013000k - D001EFFFR unprotected not available
Sectar #7 0001 CO00k - 0001FFFFh unprotected nat available

Sector Blank Check Eraze Sectar(z]

|Cannection : COM2,9600,8,M,1

26
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2.4.1 “Hello”

The “Hello” example downloads a program to the Flash that, when
executed, performs an automatic baud rate detection and sends a char-
acter string from the target hardware back to the host-PC. The char-
acter string can be viewed with a Terminal Emulation program.

» Choose théBank Utilities tab, highlightBank #1 within the Bank
Erase section, and click on thierase Bank(s) button. You can see
the Flash sectors being erased at the bottom left hand of the win-
dow. When the desired sectors are erased, the connection proper-
ties description returns to the lower left corner of the window.

» Choose théile Download tab, and click on thEile Open button.

* The hexfile has already been installed to your hard-drive during
the installation procedure. Type in the correct drive and path to the
microMODUL-8051 Demo  directory (default location
C:\PHYBasic\uM8051\Demos\Keil\Hello\hello.hex) and click
Open.

* Click on theDownload button. You can watch the status of the
download of thehello.hex into external Flash memory in the
Download window.

Download E
Filename :  Hello.hex
Filetype : Standard Intel Hex File
Filesize : 4202 Bytes
STATUS
0z l l l l l 100 %

» At the end of the download, a sector by sector status check of the
Flash memory can be viewed in the left-hand corner of the Flash-
Tools98 Worksheet window. Wait until the status check finishes
before returning to work with the board. Once the status check is
complete, the downloaded code can be executed.
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If the selected Flash bank into which you wish to download code is

not empty (i.e. erased), a warning dialog box will appear, indicating
“Location not empty! Please erase location and try again.” In this
event, select th&ank Erase tab from the FlashTools98 worksheet,
highlight bank 1 and erase the bank. Then repeat the download proce-
dure.

* Returning to the Communication Setup tab, click on the
Disconnect button.

Monitoring the execution of the Quick Start demo requires use of a
terminal program, such as the HyperTerminal program included
within Windows.

» Start the HyperTerminal program within tReograms|Accessories
bar.
* The HyperTerminal main window will now appear:

& HyperT erminal [_ (O]
J File Edit “iew Go Fawortez Help i
AT&TMalI CompuServe hticonz. dil
M)
% =
hwpertrm. dil Huypertrm FCI b ail
|E ohiject(z] |_§‘ by Cornputer P

* Double-click on the HyperTerminal icon “Hypertrm” to create a
new HyperTerminal session.
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 The Connection Description window will now appear. Enter
“COM Direct” in the “Name” combobox (be sure to specify the
correct COM parameter for your system).

Connection Description

Cancel |

* Next press th®k button. This creates a new HyperTerminal ses-
sion named “COM Direct” and advances you to the next Hyper-
Terminal window.

« The New Connections Properties window will now appear.
Specify Direct to COM1 under theConnect Using combobox (be
sure to indicate the correct COM setting for your system).

Mew Connection Properties EHE

Phone Mumber | Settingsl

= : Mew Connection Change [con...

Country code: IGerman_l,l (49] j

Enter the area code without the lona-distance orefix.

Area code: IDB1 il

Ehone number: I

Connect using: [t n |

Configure... |

¥ | Wse counticode and ares code

u]: | Cancel
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» Select the Configure button in the New Connections Properties
window to advance to the next window (COM1 Properties). Then
set the following COM parameters. Bits per second = 9600; Data
bits = 8; Parity = None; Stop Bits = 1; Flow Control = None.

COM1 Properties HE

Port Settings |

Bits per second: lh
Data bits: lﬁ
Barity: |Nore -

Stop bits: lﬁ

Flow control:

Advanced. | BRestare Defaults |

oK I Cancel I Aoply |

» Selecting OK advances you to the “COM Direct — HyperTerminal”
monitoring window. Notice the connection status report in the
bottom lower corner of the window.

% New Connection - HyperT erminal | _ O] <]
File Edit “iew Call Transfer Help
EEEEEE
|
-
L]
Disconnected |Autodetest  [Autodetect  [SCROLL  [LAPS [MUM [Captue  [Frintecho 4
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» Resetting the Development Board (at S1) and pressing the
<Space> bar on your keyboard will execute the hello.hex file
loaded into the Flash. Pressing the <Space> bar allows the micro-
MODUL-8051 to detect the baud rate for connection to the target
hardware.

» Successful execution will send the character string "Hello World"
from the target hardware to the HyperTerminal window.

Pressing any other key than the <Space> bar leads to an improper

baud rate since the automatic baud rate detection is based on the tim-

ing measurement during the transmission of a well known character —
the <Space> character. As a result you may get incoherent characters
in the HyperTerminal window.

» Click the disconnect iC(§| in HyperTerminal toolbar and exit
HyperTerminal.

If no output appears in the HyperTerminal window check the power
supply, the COM parameters and the RS-232 connection.

2.4.2 “Blinky”

The “Blinky” example sends a program to the Flash that, when exe-
cuted, manipulates the single user SMD-LED D3 on the Development
Board which is mounted near the Boot (S2) switch. This second ex-
ample program provides a review of the FlashTools98 download pro-
cedure:

» Ensure that the target hardware is properly connected to the host-
PC and a power supply

* Render the target hardware into Flash Programming Mode by si-
multaneously pressing the Reset (S1) and Boot (S2) switches on
the Development Board and then releasing first the Reset (S1) and,
two to three seconds later, release the Boot (S2) switch

» Start FlashTools98 for Windows
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» At the Seria Interface tab of the FlashTools98 Worksheet, specify
the proper serial port and transmission speed for communication
between host-PC and target hardware and click the Connect button
to establish connection to the target hardware

e |f the optional Programming Mode Selection window appears
(only for controllers with on-chip Flash), choose External Flash
Memory

* Returning to the FlashTools98 Worksheet, choose the Bank Utili-
ties tab, highlight Bank #1 in the Bank Erase section of the tab and
click on the Erase Bank(s) button to erase this memory bank

* Wait until the status check in the lower left corner of the Flash-
Tools98 Worksheet finishes, returning the connection properties
description to the lower left corner of the window

» Next choose the File Download tab and click on the File Open
button

* Type the complete pathway and name of the file you wish to
download C:\PHYBasi c\uM8051\Demos\Keil\Blinky\blinky.hex

» directory (default location)

» Click on the Download button and view the download procedure
to the board in the status window

» Returning to the Communication tab, click on the Disconnect but-
ton

* Pressthe Reset button (S1) on the Development Board to reset the
target hardware and to start execution of the downloaded software

» Successful execution of the program will flash the LED with equal
on and off durations

You have now successfully downloaded and executed two pre-
existing example programsin *.hex-file format.
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3 Getting Morelnvolved

What you will learn with this example:

* how to start the Keil tool chain

» how to configure the Keil tools within the pVision IDE (Integrated
Development Environment)

* how to modify the source code from our examples, create a new
project and build and download an output *.hex-file to the target
hardware

3.1 StartingtheKeil Tool Chain

The Keil EK51 software development tool chain should have been
installed during the install procedure as described in section 2.1.

Y ou can also manually install the Tool Chain by executing setup.exe
from within the \Software\Keil\Ek51 directory of your PHYTEC
Spectrum CD.

Start the tool chain by clicking pVision-51 from within the
Programs|Keil PK51 — Evagbrogram group.

After you start pVision, the window shown below appears. From this
window you can create projects, edit files, configure tools, assemble,
link and start the debugger. Other 3" party tools such as emulators
can also be started from here.
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'C p¥ision/51 - BLINKYZ2.PR.J =18 x|
Fil= Edit Project Hun Options Tool:  ‘Window Help

] = 5 7 A RE % E=le] EEE

wision for Windows

Version 1.32

Copyright® 19595-98
by Bitweare, Ine.

Thiz program is protected by US and international copyright laws as described in Help About.

||_lVisi0nfDrWind0ws | | | | ’_

3.2 Creating a New Project and Adding an Existing Sour ce
File

e Open the Project menu and choose New Project. The window
shown below appears.

» Change to the project directory created by the installation
procedure (default location
C:\PHYBasic\uM8051\Demos\Keil\Blinky2).
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Enter the file name of the project you are creating. For this tutorial,
enter the name Blinky2.prj and press Ok

Create New Project

7] x|

File name: Folders:
IBIink_vZ.pli

c:iphybazicium80.._‘\blinky2 :

— _ Cancel |

- c: >

%phy:;g;T Network... |
um

3 demos

4 keil
- 9 blinky2 ¥

List Files of type: Drives:
IProiect File [*.prj) j I =) ¢ ms-dos j

The following window will appear:

Project - C:APHYBASICAUMS051A\DEMOSAKEILABLINKY 25\BLINKY2.PRJ

Source Files
Add | Save |
Hemove I Cancel |
Move Up | Help |
Move lown |
pen | Open All |
Translator: | j| LCommand: I

IV Always Buld I Includein Link/1ib thECtI
. I Fatal Error I Warning
[~ Ezecute Bank number: inn el

ermor level ermor level

This window is used to add various files to your project. These in-
clude ASCII files, C and assembly source and macros and various
other file types. The list is quite extensive and is found in the Trans-
lator combobox as soon as you have added any file to the project and
selected it within the Source Files window. Note that this combobox
Is blanked out at this time. This project window is accessible at any

time by selecting Project|Edit Project, which enables easy edit of
your file list.
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» Choosing Add results in the following window. This is where you
add filesto the project.

Add File to Project EE
File name: Folders:
[ c-\phybasic\um80.__\blinky2

= Cloze |
blinky2.c - e -
{23 phybasic Network... |
£ umB051
3 demos
2 keil
- 9 blinky2 ¥
List Files of type: Drives:
IC Source [*.c] j I =) ¢ ms-dos j

» Make sure you are in the correct directory: the default location is
C:\PHYBasi c\uM8051\Demos\Keil\Blinky?2.

o Select thefile: blinky2.c and press <Enter> (or choose Add ).

* Choose Close. blinky2.c will now be listed in the Source Files
window. Ensure that the Include in Link/Lib option is enabled for
your source files,

* Repeat the Add steps to also include startup.a51 to your project.

Change the file type to Assembly Source within the Add File to
Project window to see the startup.a51 file.

The startup.a51 file must be the last filein the list. Y ou might have to

reposition it using the Move Up and Move Down buttons (see section
5.2 for details)
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Y our project window should now look like this:

Project - C:\PHYBASICA\UM8051\DEMOSAKEIL\BLINKY2\BLINKYZ2.PRJ ]
Source Files
BLINKYZ2.C [ ada | save |

STARTUP AST

Bemove | Cancel |

Move Up | Help |

Move Down |

Open | Open All |

Translator: |A51 Aszembler j| Command:l

[~ Always Build ¥ Include in Link/Lib thect:|

Bank number: I Eatal Error I Warning
B ) eror level error level error level

» Choose Save to save this new project.

At this point you have created a project called blinky2.prj and added
an existing C source file called blinky2.c and an existing Assembler
file called startup.a51. The next step is to modify the C source before
building your project. This includes compiling, linking, locating and
creating the hex file.

3.3 Modifying the Source Code

e Open the Project menu and choose Edit Project. The window
shown below appears. This is where you added the two source
filesto your project.

Project - C:APHYBASICAUM8051\DEMOSYKEILABLINKY2ABLIMKY 2. PRJ x|
Source Files
: Add | save |
STARTUP.ABT
Bemove | Cancel |
Hove llp | Help |
Move Down |
Open | Open All |
Translator: |I351 Compiler j| Command:l
[~ Always Build ¥ Include in Link/Lib thect:|
) I Fatal Error I Warning
Bank number: eror level error level error level
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» Select the blinky2.c file within the Source Files window.

» Click on Open to open the selected source file.

» Click on Cancel to close the project edit window.

» Activate the edit window containing your source file. Locate the
following code section and modify the bold and italic formatted
value from 12,000 counts to new rates:

while (1) { /* 1 oop forever */
P4 0 = 0O; /* output to LED port */

for (i=0; i<18000; i++) { /* delay for 12000 counts */
wait (); [* call wait function */

P4 0 = 1; /* output to LED port */

for (i=0; i<6000; i++) { /* delay for 12000 counts */
wait (); [* call wait function */

}

Thiswill change the LED on/off ratio.

3.4 Savingthe Modifications

» Save the modified file by choosing File|Save or by clicking the

floppy disk icord]
Note that the icon is active as soon as you modify the file.

e Closethe edit window
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3.5 Setting Tool Chain Options

Keil Software has a Make utility that can control compiling and link-
ing source files of different programming languages. Before using the
Make utility, macroassembler, C compiler or linker you must config-
ure the corresponding options. Enter the changes as indicated and
leave all other options set to their default values. pVision allows you
to set various options with mouse clicks and these are al saved in
your project file.

To configurethe A51 Assembler:

* Open the Options menu and choose A51 Assembler. Note the re-
sulting command line options string at the bottom of the window.

» Adjust the default settings by clicking Default.

AS1 Assembler Options [BELINKY2.PRJ)

Listing | Object | Misc |

Fﬁenmale _LST file
¥ Include symbols
¥ Include conditional code

[ Include cross reference

[~ Include macro expansions

Page width: |12|] Page length: IBI:I

Command Line Dptions String
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The A51 compiler default options are suitable for the Blinky2 project,
enabling you to build a object file without taking into account debug-
ging settings. The options lead to the generation of a *.Ist file with in-
cluded symbol information and prevent inclusion of additional debug
information to the object file.

» Leavethe A51 Assembler Options menu by clicking OKk.

To configurethe C51 Compiler:

* Open the Options menu and choose C51 Compiler. Note the

resulting command line options string at the bottom of the win-
dow.

» Adjust the default settings by clicking Default.

C51 Compiler Options [BLINKY2_PRJ]

Listing r Object T Optimization T Memory Model T Chip T Misc ]

V¥ Generate _LST file Page width: Iﬁ oK |

[ Include symbols
Page length: |BU Cancel |
™ Include aszembly code R E anee

¥ Include conditional code

™ List #include files

Warmnings |Level 2 j

Command Line Options String

5

The C51 compiler default options are suitable for the Blinky2 project,
enabling you to build a object file without taking into account debug-
ging settings. The options lead to the generation of a *.Ist file without
included symbol or assembler information, allow the inclusion of in-
terrupt vectors to the object file, prevent inclusion of additional debug
information to the object file and limit the code up to 64 kByte.

However the large memory model can be used because the micro-
MODUL-8051 is populated with at least 32 kByte of external RAM.
This meansthat all variables are located to external XDATA memory.
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In order to configure the large memory model, the following steps
must be undertaken:

» Enter the Memory Model tab and select memory model Large as
shown below

C51 Compiler Options [BLINKY2_PRJ]

Listing T Object T Optimization T Memory Model l Chip I Misc |

LCode zize limits
|Lalge: 64K Functiong ﬂl

) ) Cancel
Memory model [variable location]

Large: yariables in XDATA

Help

Default

Command Line Options String

Large

| e

» Leavethe C51 Compiler Options menu by clicking Ok.

To configurethe BL51 Code Banking Linker:

* Open the Options menu and choose BL51 Code Banking Linker.
Note the resulting command line options string at the bottom of
the window.

» Adjust the default settings by clicking Default.

g[ Linking T Sizeflocation T Additional T Segments T Files ]

¥ Include memory map

¥ Include local symbols Cancel
¥ Include public symbols

Help
¥ Include line numbers

s

Default
™ Include cross reference o

Page width: |73 Page length: IB8

Command Line Options String

RS[128) PLIGS) PW(78] |j|
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The Code Banking Linker options are suitable for the Blinky2 project,
enabling you to build an absolute object file without taking into ac-
count debugging settings. The options lead to the generation of a
*.m51 map file that includes memory map and symbol information,
default libraries and assumes availability of internal RAM with a size
of 128 Byte.

The restrictions of the evaluation tool chain allow a code size of up to
2 kByte of code. To prevent programming of small devices with in-
ternal code memory with up to 2 kByte, the Keil tool chain automati-
cally locates code to 0x4000 without any user action.

Our project is built with enabled Variable Overlay. Hence the code
segments of our project will be located to start at 0x4000. Even
though we can not override this limitation of the evaluation version
(EK) of the Keil tool chain, it is recommended that you set the Linker
settings to accomplish a similar project result even if you would start
using the full (PK) version of the Keil tool chain.

» Enter the Sze/Location tab
» Enter 4000 at Code Address (hex): input field

BL51 Code Banking Linker [BLINKYZ2_PRJ]
Listing | Linking I Size/Location rhdditiunal T Segments T Files ]

Bam Size [decimal): |128 Bank Area: I
Cancel |

Segment Location Help |
Bit Addrezz [hex): I_ Xdata Addrezz [hex): l_

LCode Addreszs [hex]: IW Idata Address [hex]: l— ﬂl

Data Address [hex): I— Pdata Address [hex): l—

Command Line Ophions String
RS(128) PL(68) P\W(78) CO[4000H) |j

» Leave the BL51 Code Banking Linker Options menu by clicking
OK
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To configurethe Make utility:
* Open the Options menu and choose Make
* Adjust the default settings by clicking Default

Make Options [BLINKY2.PRJ)

After Compile rnﬂer Make T Misc T Extensions ]

Alter Compile
" Stop
% Run BLS1 Banked Linker
{” Run LIBS1 Librarian

[~ Run OC51 Dbject Converter
¥ Run OH51 Object Hex Converter

The Make default options are suitable for the Blinky2 project. Make
will run the Banked Linker and the Object-Hex-Converter to build an

absolute hexfile which we can program to the on-board Flash of the
microMODUL-8051.

» Leavethe Make Options menu by clicking Ok.
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3.6 Buildingthe Project

You are now ready to run the compiler and linker using the Make
utility.

Click on the Build All icon from the pVision tool baror open
Project and select Make: Build Project.

If the program specified (blinky2.c) contains any errors, they will

be shown in an error dialog box on the screen.

If there are no errors, the code is assembled and linked and the ex-
ecutable code is ready to be downloaded to the board. This is
shown in the Project Status dialog box, which indicates “Make
successful - HEX file created”. The code to be downloaded to the
board will be the name of the project witiex as filename exten-
sion. In this caselinky2.hex will be selected.

Click onOK in the Project Status dialog box. Note that a machine-
readable, executable hex-file has been created. Other files (e.g.
list-files *.Ist and map-files.m51) are created to help the debug-
ging or troubleshooting and error searching process.

If a list of errors appears, use the editor to correct the error(s) in
the source code and save the file and repeat this section.

You are now ready to download the new machine-readable, executa-
ble hex-file blinky2.hex to the target hardware by repeating the
download steps describedsection 2

3.7 Downloading the Output File

Exit Keil pVision.

Reset the target hardware to render it in Flash programming mode
by simultaneously pressing the Reset (S1) and Boot (S2) switches
on the Development Board, releasing first the Reset (S1) and then
the Boot (S2) switch

Start FlashTools98 for Windows

At the Serial Interface tab of the FlashTools98 Worksheet, specify
the proper serial port and transmission speed for communication
between host-PC and target hardware and clickCdmaect button

to establish connection to the target hardware
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* At the optional Programming Mode Selection window, choose
External Flash Memory if the window appears

* Returning to the FlashTools98 Worksheet, choose the Bank Utili-
ties tab, highlight Bank #1in the Bank Erase section of the tab and
click on Erase Bank(s)

* Wait until the status check in the lower left corner of the Flash-
Tools98 Worksheet finishes, returning the connection properties
description to the lower left corner of the window

* Next choose the File Download tab and click on the File Open
button

 Be sure to enter the file blinky2.hex, located in the
C:\PHYBasic\uM8051\Demos\Keil\Blinky2 directory (default |o-
cation)

» Click on the Download button and view the download procedure
in the status window

* Return to the Communication tab and click on the Disconnect
button

* Pressthe Reset button (S1) on the Development Board

» |If the modified hex-file properly executes, the LED should now
flash in a different mode with different on and off duration’s.

You have now modified source code, recompiled the code, created a
modified download hex-file, and successfully executed this modified
code.
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3.8 “Hello”

A return to the Hello program alows a review of how to modify
source code, create and build a new project, and download the result-
ing output file from the host-PC to the target hardware. For detailed
commentary on each step, described below in concise form, refer back
to the “Blinky” example starting atction 3.1

3.8.1 Creating a New Project

Start the KeilpVision environment and close all projects and
source file windows that might be open

Open the Project menu, choose the
C:\PHYBasic\uM8051\Demos\Keil\Hello2 path (default location)
and create a new project calledlo2.prj within the existing proj-
ect directory on your hard-drive

Add hello2.c, serinit.lib and startup.a51 from within the project
directory to the projedtello2.prj. Remember to movsartup.ab1

to the end of the list of all files in the project. Also ensure that the
Includein Link/Lib option is enabled for each file.

Save the project

At this point you have created a project caleto2.prj consisting of
a C source file calletiello2.c, a library calledserinit.lib and an as-
sembler file calledtartup.a51.

3.8.2 Modifying the Example Source

Open the project window by selectiRgoject | Edit Project
Open the filehello2.c from within the project window
Use the editor to modify tharintf command as follows:

printf ("\x1AHello World\n");

to

printf ("\x1APHYTEC... Stick It In!'\n");

Save the modified file under the same ndmaéo2.c.
Close the editor window.

46
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3.8.3 Setting Tool Chain Options

Adjust the default options for the A51 Assembler by clicking De-

fault

Adjust the default options for the C51 Compiler by clicking De-

fault and, afterwards, set the Memory Model to “Large” in order to
locate variables in XDATA

Adjust the default options for the BL51 Code Banking Linker by
clicking Default and, subsequently, define the Code Address to
4000(hex)

Adjust the default Make options

3.8.4 Building the New Project

Build the project

If any source file in the project contains errors, they will be shown
in an error dialog box on the screen. Use the editor to correct the
error(s) in the source code and save the file and repeat this section.
If there are no errors, the code is assembled and linked and the ex-
ecutable code is ready to be downloaded to the board
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3.8.5 Downloading the Output File

* ExitKel pVision

* Reset the target hardware and renders it into Flash Programming
Mode by simultaneously pressing the Reset (S1) and Boot (S2)
switches on the Development Board and then releasing first the
Reset (S1) and, several seconds later, the Boot (S2) switch

o Start FlashTools98 for Windows

» At the Seria Interface tab of the FlashTools98 Worksheet, specify
the proper serial port and transmission speed for communication
between host-PC and target hardware and click the Connect button
to establish connection to the target hardware

* At the optional Programming Mode Selection window, choose
External Flash Memory if the window appears.

* Returning to the FlashTools98 Worksheet, choose the Bank Utili-
ties tab, highlight Bank #1, and click on the Erase Bank(s) button

* Next choose the File Download tab and click on the File Open
button

« Download the file hello2.hex from the project directory
C:\PHYBasic\uM8051\Demos\Keil\Hello2 (default location).

» Click on the Download button and view the download procedure
in the status window

» Disconnect from the target hardware after the download is finished

» Exit FlashTools98
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3.8.6 Starting the Terminal Emulation Program

Start HyperTerminal and open a session using the following COM
parameters. Bits per second = 9600; Data bits = 8; Parity = None;
Stop Bits= 1; Flow Control = None

Resetting the Development Board (at S1) will execute the
hello2.hex file loaded into the Flash

Press the <Space> bar on the keyboard to proceed the automatic
baud rate detection

Successful execution will send the character string "PHYTEC...
Stick It In!" from the target hardware to the HyperTerminal win-
dow

Y ou have now modified source code, recompiled the code, created a
modified download hex-file, and successfully executed this modified
code.
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4 Debugging

The Keil debugger has two possible modes.

» asdScope, the Keil debug environment is a software debugger and
simulator

» as tScope, the Keil debug environment installed on a host-PC
communicates with the target hardware viaa Monitor kernel that is
downloaded to the Flash memory on the target hardware

Kell dScope is the initial mode when starting the Keil debugging en-
vironment. The debugger becomes tScope after communication with
the target hardware is successfully established. This example utilizes
the tScope debug environment, which automatically downloads a spe-
cial Monitor kernel to the target hardware using the Bootstrap mode.

This example utilizes the tScope debug environment, which first re-
guires download of a special *.hex-file to the target hardware.

4.1 Preparingthe Target Hardwareto Communicate with
tScope

* Ensure that the target hardware is properly connected to the host-
PC and a power supply

* Reset the target hardware and render it in Flash Programming
Mode by simultaneously pressing the Reset (S1) and Boot (S2)
switches on the Development Board and then releasing first the
Reset (S1) and, several seconds later, the Boot (S2) switch

o Start FlashTools98 for Windows

» At the Seria Interface tab of the FlashTools98 Worksheet, specify
the proper serial port and transmission speed for communication
between host-PC and target hardware and click the Connect button
to establish connection to the target hardware

» At the optional Programming Mode Selection window, choose
External Flash Memory if the window appears.
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* Returning to the FlashTools98 Worksheet, choose the Bank Utili-
ties tab, highlight Bank #1, and click on the Erase Bank(s) button

» Next choose the File Download tab and click on the File Open
button

» Download the file mon5l.hex from the tools directory
C:\PHYBasic\uM8051\Tools\Mon\Kei[\32KB (default location).

There may also exist some other subdirectories to the C:\PHYBasic\
uM8051\Tools\Mon\Kell which contain other versions of the
mon51.hex. Please refer to readme files within the directories for de-
tails.

» Click on the Download button and view the download procedure
in the status window

If download is successful, the Monitor kernel has been programmed
into the external Flash memory. The target hardware is now prepared
to communicate with the Keil software installed on the host-PC.

» Disconnect from the target hardware after the download has fin-
ished either by clicking the disconnect icon or choosing disconnect
from menu.

» Exit FlashTools98

* Reset the Target Hardware

4.2 Starting the Debugger

The correct communication driver and interface must be selected
within the Kell debug environment before the Monitor kernel that has
been downloaded to the target hardware can communicate with the
tScope debugging environment on the host-PC.

» To start the Keil debug environment, click on the debugger icon on
the puVision tool bar or select dScope-51 from within the
Programs|Keil PK-51 — Evajroup.
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» A dScope window similar to that shown below appears. The upper
left-hand corner of the following figure shows that the debugger is
initially in the dScope mode for this example.

il dScope HEE
File Wiew Setup Help
= -l mOEElaElEmERE [«=]E]
i Module: <none> 8 [=1 Toolbox
Commands Gol GaTilCurs! StepOul  Steplntal  StepOwerl  Stopl
LTI | 2 (=0 o s s R N = == El
[¢op00R — w®op /] : Command
C:0001H HOP ~81x]
C anoze HOP
C-On03H HOP
C-O004H HOP
C-000sH HOP dScope-251/Windows U1.51h
E ggggg ggg COPYRIEHT KEIL ELEKTRONIK GmbH
C:0008H HOP ;** Rl.ll'll'lll'lg in Demo Mode (3K)
C:0009H HOP
(£ WA sieie [das ASM ASSIGN BreakDisable
C:0D0EH HOP
C:000CH NOP | LI |
C:000DH NOP
C:D00EH HOP i Regs I [=1 5
C:000FH NOP = —
C:0010H NOP PRI e
C:0011H HOP RO=00  R1=00
C-On1zH HOP R2=00 R3=00
C-0013H HOP R4=00  R5=0D
C:0014H HOFP R6=00 R7=00
C-0015H HOP =
CO016H HOP ngg - gggg
C:0017H HOP - o
C:0018H HOP —RO-—
C:0019H HOP s C:0000
Cyo i
il |9‘°ilﬂ Sec. 0.000000

i Memory S [u] i Watch
X

(54

You may want to move and resize the windows. The window
marked “Module: <none>" is the Debug window. The Command
window can be used to enter commands. It will not be used during
this portion of the example. You may need to open, resize and /or
move some windows to make your screen look something like to the
screen capture. The Debug, Memory, Watch, Command and Regs
windows will be used. You may have to open any invisible window
by opening the View menu and selecting the window to view. You
may also want to open the Commandsnenu in the Debug Window
and select Show Dialog barShow Status baand Show Tool bar
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To establish communication with the target hardware within tScope:

» Choose the correct driver using the pull-down list on the left
portion of the debugger toolbar as shown below

8 dScope CE

File Wiew Setup Help
o] mo[ssleEEREEE [«=(2]

MONG1 DLL =
80151 DLL
Conmd 0320 DLL Stepllutl  Stepintol  Steplver  Stop! e ]
80410.DLL E] [_Reent |
JICommand
C-ON01H HOP = 10].x]
C-On0ze HOP
C:0003H HOP dScope-251/tindows U1.51h
C-ann4eE HOP COPYRIGHT KETL ELEKTRONIK GmbH
C:0005H HOP *%% Running in Demo Hode (3K)
g ggggg ggg HONITOR-51 Driver with banking
C:0008H HOP gI]NIT[lH—51 Driver with banking
C.0009H HOP
s e ldos ASH ASSIGN BreakDisable
' 000CH NOP L 1|
C . 00ODE NOP
C . ODOER HOP : Regs _[alx]
C: 00OFHE HOP _ —
C.0010H HOP 4=00  E=00
C:0011H HOP R0=00 R1=00
C.001ZH HOP R2=00 Ri=00
C.0013E HOP R4=00 RE=010
comE
C:0016E HOE DPIE = 0000
C:O017H NOP SP = 0007
C.0018H HOP PSW: —ROI—
C 00190 HOP H c-onnn
Cyc: 1]
il \S‘EELI Sec: 0.000000
H
M =13 |} :ASich

» Select the appropriate *.dll file — in this casenon51.dll - and se-

rial link prompts to enable dScope to try to communicate with the
Monitor kernel located in the Flash memory on the target hardware
* If communication is successful, tScope replaces dScope in the

upper left hand corner of the debug tool bar
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e If communication is not successful, dScope will error out as indi-
cated in the "No Target Hardware Found!" dialog box. If this hap-
pens, try other baud-rates. The correct speed should be 9,600 baud.
Click on Try Again after reentering communication parameters.

NO TARGET SYSTEM FOUND!

Pleasze check the szettings and your target system.

Port: [coM 2 =]
Baudrate: | 9500 j o |

» For troubleshooting please refer to Appendix Al.

Selecting 8051.dIl maintains the dScope environment. This results in
a debug environment run on the host-PC rather than on the target
hardware.

The serial FIFO buffer in Windows 95 can cause transmission prob-
lems. dScope may be unable to complete the communication initiali-
zation process. Refer to Appendix A for further information and trou-
bleshooting.

4.3 Loadingthe Example Fileto the Debugger Environment

Once communication has been established, you are now ready to run
the debugger to download example user code to the target hardware.

Within the default location
C:\PHYBasic\uM8051\Demos\Keil\Debug
you will find an already built project called debug.

Note that some C51 Compiler options should be used to build a proj-
ect suitable for use with the dScope/tScope debugger: Include sym-
bols, Include debug information and Include extended debug infor-
mation. These enable you to view your project at source-level within
the debugger.
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Whenever debugging using tScope and its target connection, please
note the shared memory properties of the monitor hexfile mon51.hex
that is downloaded to your target hardware. Once downloaded, the
Monitor kernel and your user application both reside within the same
target and memory. This requires specia configuration of the mem-
ory. Disregarding this special configuration may lead to malfunction
of user code. See section 5.3 for details.

* Open the File menu and choose Load Object file

* In the Window provided, select the file: debug. The file is down-
loaded to the board and the debugger. Y ou will see the source code
on your screen. Note that with some code, you might not see your
source code because the program starts at 004000H, which is a
condition of the evaluation version of the Keil Compiler. Y ou may
see the LIMP instruction at C:0000H. The full version of the Kell
tool chain will start at 0Ox0000 or wherever you set it.

* |f necessary enter the following command in the Command win-
dow: $=0x4000 to see the code. This command sets the Program
Counter ($) to hex 4000. You can aso use the command $=main
if you prefer. The program counter will advance to main. You can
press the up arrow key to get the history of keys typed in the
Command Window.

* To see the Command window, if not already visible, select the
View|Command Window. To see the source code, select the Debug
window in the same fashion

* You should now see the source in the Debug window below, de-
pending on how you set your windows. You are now ready to use
tScope to step through code, set breakpoints, and issue the Go
command to start program execution. You can examine special
function registers, memory locations, and register values, etc. For
instance, you can single step through code using the Steplnto icon.
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[l tScope - c:\phybasicium8051\demos\keil\debug\DEBUG

File View Setup Peripheral: Help

MONs1.DLL 7] [& [=]&
{Module: DEBUG L [o]x] Toolbox =
Commands Gol GoTiCus! StepOufl Steplntol  StepOved  Stop!
(TS | =0 T e e T Y = | =2l
T 1
190 % i Command o] x]
21 struct cord { ~* declare the structure named cord *- il
22 int = % with member variasbles = and v *~ E
23 int . # RESTRIGTED VERSION WITH 31
24 } first, second: ~% declare two structures with members = and # GURRENTLY USED: 419 BYTE
25 +
26 >$=0x4000
27 woid mainiwoid <% start of the main program here =~ >$
29 int b = 0: <% declare a few integer local wariables * ||dns ASh AGSSIGH BreakDisable vI
30 int count = 0: _l—l
31 long bigoount = 0: | K1 Ay
32
33 ptr = &wvar: <% declare ptr to point to the variable war *~ {Regs I [=]
E ¥pir = 3 initiald 500 B-00
35 first.x = 5: <% and initialize them =~ — —
36 first.y = 5; SIS TS
37 second.x = 2: R2=FF R3=FF
38 second = 2 R4=FF RE=FF
39 R6=FF R7=FF
40 while(1) 1 #% stort an endless loop hers 7 TETE = 0000
41 =
42 first s+ s% increment all the pointers =~ PSUSP - 3307
43 second . y++: <% just for szomething to do *- T
44 first.yt+: 5 co4000
Cyc a
[hr \S‘Djl;l See: 0.000000
i

Watch
00 01 02 03 04 05 06 07 08 09 Da OB OC 0D OE OF 01234567894BCDEF _J
FF FF FF FF FF FF FF EFF FF FF FF FF FF FF FF FF
FF FF FF FF FF FF FF EFF FF FF FF FF FF FF FF FF
FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF
FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF
FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF
FF FF FF FF FF FF FF FF FF FF FF F7 FF FF FF FF
FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF FF
FF FF FF 7F FF FF FF FF FF FF FF FF FF FF FF FF

=

4.4 Using the Kell tScope Debug Features

4.4.1 Breakpoints

» Click on a memory location such as line number 42 first.x++. A
colored bar appears marking this position.

* You could click on Go Til Curs! to reach this point or you double-
click and set a breakpoint. Set a breakpoint here with the double-
click. The [BRO] mark on the right hand of the selected line indi-
cates the first breakpoint.

» Click on GO and the program will run and stop at the breakpoint.

» Double click on the breakpoint to removeit.
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4.4.2 InLine Assembler

* Open the Commands option and click on Inline assemble... or if
Show Dialog bar is active, click on the Assemble... button on the
right hand of the Debug window.

* Thelnline Assembler windows opens as indicated bel ow.

Inline Aszembler [ ]

— disassembly:

c:0x4000 clr a

c:0x4001 mov  b[0z4d).a
c:0x4003 movy  Dxde.a
c:0x4005% mov  count(0x4f).a
c:0x4007 movy  Dx50.a
c:0x4009 mov Dx54 .5
c:0x400b moy  DOx53.a
c:0x400d mov DxHh2.a

c:0x400f movy  bigcount(Dx51].a
c:0x4011 mov r1l.a

c:Dx4012 movy 12,8000 b

cumrent assemble address: C:0x4000

enter MCS-51 instruction: Show symbols.... I

|| Aszemble I

Close Help |

* Note that you could enter mnemonics in the window titled enter
MCS51 instruction: Do not do this at this time. Just note the
ability to make small changes in the program without recompiling
the program.

* Click on Close.

4.4.3 Single Stepping

* tScope usesSep Into” to single step one instruction at a time.
“Step Into”is also used to enter afunction in the same fashion.

 “Sep Over” means to skip over a function in which you are not
interested

o “Step Out’is used to exit a function you are currently itep
Out” is very useful if you find yourself in a function you are not
interested in and need to return quickly to your intended function.
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» |f tScope gets stuck - do areset using the RESET box on the Tool-
box or click on the reset icon|@x| next to the Help icon. Then reload
the file and/or the .dll. Y ou can also try using the 8051.dll instead
of mon51.dll to isolate any problems from the target hardware.
Y ou can also use the hardware reset button on the board.

» With the cursor on line 42, click on Seplnto until you enter the
function stepout( ). Note that you must click on Steplnto ten times
to exit the for loop within the function stepout( ).

» Repeat the process using StepOver and you will not enter the
function although it will be executed. Use the command $=\42
within the Command Window to reposition the program counter to
line 42 prior to further code execution. This command takes a line
number preceded by a backslash to set the program counter. The
SepOver feature is useful to skip function calls you are not inter-
ested in debugging.

Note that the SiepOut button is grayed out and not available in
tScope. StepOut is available in the ssmulator dScope and provides
a quick escape from a function by executing the next return
instruction.

4.4.4 Memory Window

* If not aready visible view the Memory Window by selecting
View|Memory window at the tScope menu

» The Memory Window shows as the default the data space starting
at D:0x0000. This is the area where data variables are kept in this
example.

» Asyou step through the program, please note that the contents of
the memory changes as the variable values are adjusted

* You can change the memory areawith the Display command in the
Command window. Enter d ¢:0x00 and the code area will be dis-
played.

» Change back to the data area with d d:0x00
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445 Watch Window

If not aready visible view the Watch Window by selecting
View|Watch window at the tScope menu

The Watch window displays memory contents as specified by
name. Structures can also be displayed

Open the Setup menu and select Watchpoints. The window shown
below appears.

W atchpoints
- current watch defintions:

| | |

Kill selected
Expr.: I
| Define watch || Show symbols... I
Mumber output base: Output line Mode:
C 10 @® Oxnn @® Single C Multiple
Cloze I Hel,

In the Expr.: window, enter the following variable symbols each,
followed by clicking on Define watch :

¢ bigcount
¢ first
¢ second

Note that if you select radio button 10 instead of the default value
Oxnn prior to clicking on Define watch, the values will be dis-
played in decimal rather than hexadecimal notation. Try this for
the following variable symbol:

¢ var

Close the Watchpoint window
The variables will now be displayed in the Watch window
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* Click on SepOver and the variable values will change as appro-
priate.

If the Update Memory Window and Update Watch Window are acti-
vated from within the Setup menu in dScope, the variable values will
change as the program is running. This feature is not available if
tScope is running on atarget hardware board.

* Open the Peripherals menu and select Configuration. Activate use
serial interrupt and click on Apply then Close. This allows tScope
to communicate with the target hardware even if there is a user ap-
plication running.

» Execute a reset and start over as before. Press Go and then Sop
and note that the values change in both the Watch and Memory
windows when the processor is stopped
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5 Advanced User Information

This section provide advanced information for successful operation of
the microMODUL-8051 in conjunction with the Keil tool chain.

5.1 FlashTools98

Flash is a highly functional means of storing nonvolatile data. One of
its advantages among many others is the possibility of on-board pro-
gramming. Programming tools for the Flash device are always in-
cluded with the microMODUL-8051 in the form of a pre-programmed
Flash with a resident microcontroller firmware and a counterpart
software serving as the user interface on a host-PC. Once the firm-
ware communicates with the PC-based software, FlashTools98 allows
the download of user code from the host-PC into the Flash. Addition-
aly, the reprogrammable Flash device on the microMODUL-8051
allows you to easily update your own code and target the application
in which the microMODUL-8051 has been implemented.

Currently the microMODUL-8051 can be populated by two different
sized Flash devices: a 29F010 with 128 kByte or a 29F040 with 512
kByte. To support the entire memory area of these devices the address
decoder of the microMODUL-8051 is equipped with an integrated
banking mechanism that allows code-bank switching in code-banks of
64 kByte each.

Please note that the FlashTools98 always occupies the first 64 kByte
bank (bank 0, FA[18..15] = 0000b) of the Flash memory in which the
microcontroller firmware resides. This bank is aready pre
programmed upon delivery of the microMODUL-8051. The remain-
ing banks are available to house your application. This makes avail-
able one user application bank if the microMODUL-8051 is mounted
with a 29F010 and seven user application banks if the microM ODUL -
8051 is mounted with a 29F040 Flash memory device. Multiple user
application banks can easily be managed by using the Code Banking
mechanism of the Kell tool chain.
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The following description is valid only for the FlashTools98 included
with the microMODUL-8051and is not intended as guidelines for
using any other program.

The FlashTools98 incorporates a safety mechanism that ensures that
its system bank (bank 0), in which the firmware is resident, can not be
overwritten during programming of the available user banks of the
Flash device.

Resetting the microMODUL-8051 also activates the system bank
(bank 0) of the Flash device, which automatically starts the Flash-
Tools98 firmware. Then the module either enters the Flash program-
ming mode or it starts your user application.

To distinguish between download and execution modes, the firmware
checks immediately for the presence of a pull-up resistor (usually
4.7kQ) connected to pin DO (Data 0) of the microMODUL-8051 after
reset. This resistor is located on the Development Board and can be
connected to the microMODUL-8051 by pressing the Boot (S2)
switch. Hence to enter the Flash programming mode you must simul-
taneously press the Reset (S1) and the Boot (S2) switch, release the
Reset (S1) switch first and then, several seconds later, release the
Boot (S2) switch.

Execution of your user application will always start in the second 64
kByte bank (bank 1, FA[18..15] = 0010b). This is to be noted when
preparing a software copy of the contents of the address decoder’s in-
ternal write-only registers.

The extended features of the address decoder of the microMODUL -
8051 allows you to flexibly configure the memory model according to
your needs and to address additional Flash code-banks. The Tools di-
rectory of the PHYTEC Spectrum CD contains various sample pro-
grams that illustrate the use of this feature.

Do not use Flash-bank O in your application program in order to pre-
serve the FlashTools98 microcontroller firmware and the associated
Flash reprogramming capability.
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5.2 STARTUP.A51

The code within the assembly file startup.ab1 initializes your C proj-
ect. This includes setting of the system stack, initialization of vari-
ables and clearing of memory areas.

It is very important that this code executes simultaneous to the execu-
tion of your user code. This requires that the startup.a51 code occupy
the Reset Vector of the application. Thisis the location where the mi-
crocontroller starts execution after reset (0x0000). After performing
the initialization steps your individual main() function is called by the
startup code.

To accommodate the startup code to the needs of your application,
copy it from the Lib directory of the Keil tool chain (must be the full
PK version, this directory is not included in the EK Evaluation ver-
sion) to your project directory. Y ou can then edit, modify and compile
it using the Keil macroassembler.

Since the startup code will usually be implicitly taken into considera-
tion from the default runtime libraries, you must explicitly instruct the
linker to instead consider your individual startup object file. To do
this we recommend adding your modified startup.a51 file to your
project. Ensure that this file is always included into the Link/Lib pro-
cess of your project (see options within the Project window of the
Keil tool chainin section 3.5).

The Keil Tool Chain collects al initialization information for pre-
initialized variables (e.g. int i=3;) during compile and link time. This
information is stored within a special segment as alist of binary data
entries. To mark the end of thislist, the tool chain adds a special entry
to the list. Whenever the startup code finds this special entry it ends
the initialization of variables and continues executing. Note that this
end of list entry comes from the startup.obj object file. To get al of
your pre-initialized variables into consideration you must move
startup.obj to the end of thelist of your project files.
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Otherwise some of your pre-initialized variables may not be initial-
ized by the startup code during runtime. It is usually very difficult to
detect such a mistake.

We recommend that you move startup.a51 or startup.obj (depending
on the kind of file you want to add to the project) to the end of your
project’s file list.

5.3 Linkingand Locating

The Linker must combine several relocateable object modules con-
tained in object files and/or libraries to generate a single absolute ob-
ject.

In addition the linker must locate several segments of code and data to
fixed address locations within the address range in regards to the
memory types of the microcontroller. This ensures the natural or ex-

plicitly declared properties of these segments. Data segments always
must be located to Random Access Memory (e.g. RAM), code seg-
ments should be located in non-volatile memory (e.g. Flash). The

8051 family has a Harvard memory architecture that distinguishes

between non-volatile and modifiable memory and has two physically

different signals for separate fetching of data and code.

The Keil Tool Chain distinguishes the following segment types:
 CODE: code
o XDATA: external data (max. 64 kByte)

 DATA: direct addressable on-chip data (max. 128 Byte)
* |IDATA: indirect addressable on-chip data (max. 256 Byte)
 BIT: bit-addressable on-chip data (max. 128 Bits)

The segment types DATA, IDATA and BIT always reside in the on-
chip RAM of the controller.

The segment types XDATA and CODE will usually reside in external
memory devices.
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To ensure proper execution of your application it is required that all
XDATA segments are located to the external RAM of the micro-
MODUL-8051 and that all CODE segments are |ocated to the external
Flash memory of the microMODUL-8051. Exceptions may occur if
you use a 8051 derivative with on-chip portions of XDATA (e.g. in-
ternal XRAM) or CODE (e.g. internal ROM).

Since the microMODUL-8051 is equipped with a software configur-
able address decoder instead of simple programmable logic you can
configure the memory model to your needs at runtime.

To ensure proper execution of your application you must take the
runtime memory model into consideration when linking and locating.
This means that you must instruct the Linker where to assume exter-
nal RAM for locating data segments and Flash for locating code seg-
ments.

The standard configuration of the microMODUL-8051 is equipped
with 32 kByte of externa RAM and 128 kByte of external Flash.
During runtime the RAM will be addressable at 0x0000 to Ox7FFF,
the user bank (bank 1, FA[18..15] = 0010b) will be addressable at
0x0000 to OXFFFF. This default runtime memory model actualy re-
guires no additional linker settings because both RAM and Flash start
at 0x0000. Thisis aso the default start address of the linkers segment

types.

Since you can not define any end address you should always ensure
that the size of the segments fits within the available size of the
mounted memory devices. For instance all XDATA segments should
end below Ox7FFF if a 32 kByte RAM device is mounted on the mi-
croMODUL-8051. We recommend generation of a*.m51 map-file for
your project and inspection of the memory map information within
thisfile.

Whenever you modify the memory model (e.g. use Von-Neumann
rather than Harvard memory), which leads to different start addresses
of code or data memory, you must configure thisin the linker settings.
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5.4 Debugging using mon51.hex

Whenever you decide to use the target Monitor in tScope to debug
your application, special precautions must be taken to ensure proper
code execution of your application. This is because the Keill Monitor
firmware and user code share some memory locations within the tar-
get hardware. If user code is not properly linked in relation to the
mon51.hex, you may get conflicting memory use. An improper link
leads to variables containing not their assigned value, functions re-
turning bad results and modified code. In order to avoid such errors,
you should link your application to prevent any overlapping of all
memory range types:

 CODE and XDATA: Ensure that the CODE and XDATA portions
of your application do not overlap the XDATA or CODE portions
of the Monitor. The Monitor's XDATA and CODE portions are
usually linked to the top of the memory area, leaving as much
memory free space as possible for user code.

» CODE (interrupt vector): The Monitor occupies, and may use,
an interrupt for serial communication (in most cases serial channel
0, which corresponds to CODE address 0023H ). Hence it is nec-
essary to not link any user code to the interrupt vector used by the
Monitor. Please note that this is not shown in the memory map-
file, as the interrupt vector location is only occupied during run-
time.

* Internal RAM: Because the Monitor uses internal RAM nearly up
to 40H you should add & ze/Location statement to youBL51
Code Banking Linker options to set thBata address (hex): to 40.

» Bit-addressable memory: do not use bit-addressable memory for
your own code, as the Monitor occupies most of the bit-
addressable memory.

To enable correct definition of the Monitor's memory requirement,
PHYTEC delivers the corresponding memory maprfin51.m51 in
addition to themon51.hex executable file. This file contains a de-
tailed memory map of the Monitor.
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A Troubleshooting

Al tScope: NO TARGET SYSTEM FOUND!

If tScope’s communication to the target system is not successful, it
will error out as indicated in the "No Target System Found!" dialog
box shown below. If this happens, check if the proper serial port is
selected or try other baud rates. The correct speed should be 9,600
baud. Click on Try Again after reentering communication parameters
and resetting the target system.

NO TARGET SYSTEM FOUND!

Pleasze check the szettings and your target system.

Port: | coM 2 ﬂ
Baudrate: | g95p0 j ’Tl

The seria FIFO buffer in Windows 95 can cause transmission prob-
lems. tScope may have problems completing the communication ini-
tialization process. This can be intermittent. The FIFO can be disabled
under Control panel|System|Device Manager|Port Settings|Advanced.
Make sure Use FIFO buffersin this menu is not activated.
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